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Flow Control Valves 64 mm
700 BAR Rated ]
|
88 mm
] e & 32 mm E ;
|
\ 37 mm 64 mm
3/8" - 18NPTF
CVN1 and CVN3
99 mm
70 mm
cves 38 mm 51 mm
: | |
- L | ®
/ | 75 mm _4— - - —
il e } @8 mm 41m
Y 35 TYP OF 2 . ~ 7¢
- / B 7@_ I
- + . \ 19 mm
cvP3 L1 \_{J/ f
3/8”-18 NPTF
Model o .
Valve Type Number Ports Applications Hydraulic Symbol
CVN1 | Y"-18NPTF
Needle Controls cylinder speed and acts as temporary shut- i/
Valve off valve for load holding.
CVN3 | %"-18NPTF
Check Valve CVC3 | %"-18NPTF Allows flow in one direction only. @

\

Mounted in line with a cylinder which will hold pres-

Pilot sure in the event of pressure loss in the system. Most h
Operated CVP3 | %"-18NPTF | often used on double-acting cylinders with pilot port, \/
Check Valve receiving pressure from a tee off of the cylinder |

retracting line. Pilot pressure ratio 15% or 6.5:1




Valve Type

Pressure
Relief Valve

Manual
Operated
Check Valve

CVLS3

Model
Number

CVR3

CVR3/H

CVL3

CVLS3

Ports

%#-18NPTF

%"-18NPTF

%”-18NPTF

%"-18NPTF

Flow Control Valves

115 mm

77 mm

700 BAR Rated

44 mm

3/8"-18NPTF

/ £

T €

T «©

L ™

[N
I 3/8"-18NPTF

59 mm

T
16 mm

122 mm

58 mm

T
16 n?m

122 mm

T
16m:‘n @

70 mm
100 mm

Applications

Controls pressure developed by the pump in hydraulic
loop. By-pass occurs when preset pressure reaches
0-10,000 PSI. Turn clockwise to increase pressure,

counter-clockwise to decrease.

Same as CVR3, but return line hose / 1 meter length
is included.

Mounted in line with a cylinder and will hold pressure in
the cylinder in the event of pressure loss in the system.
Pressure is manually released.

Mounted in line with a cylinder and will hold pressure in
the cylinder in the event of pressure loss in the system.
This model is equipped with high-pressure bypass. Pres-
sure is manually released.

Hydraulic Symbol

V | S9A|eA |043U0)
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Manifolds

700 BAR Rated -

1/4" - 20 UNC
6 mm Depth (x2)
21 mm

-+ 51 mm @ 41 mm

3/8"-18NPTF (x6)

[i‘j 203 mm

51 mm 76 mm 51 mm
‘ oV (x2) -
3/8"-18NPTF (x7) 16 mm 6mm | k& ©
T
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32 mm| 38 mm | 38 mm | 38 mm |32 mm|
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83 mm _‘ 203 mm 83 mm
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D e o o

76 mm 76 mm 76 mm

25mm

Manifol Model N
anifold ode| umber Port Size

Type Number of Ports

6-Port Hexagon Manifold CMH6 %"-18NPTF Y4"-20UNC
7" Long Manifold Ccm7 ¥%"-18NPTF Y4"-20UNC

6

7
14" Long Manifold CM14 7 %"-18NPTF Y4"-20UNC
Manifold with Two Needle Valves MFC2 2 %"-18NPTF 0.28” Dia.
Manifold with Four Needle Valves MFC4 4 %"-18NPTF 0.28” Dia.



Hydraulic Pressure Gauge

GBW1460

A
Transparent tonnage sticker

Bl GSW1460 GBW14100 available only for GBW14100

Pressure Range Graduation
Model ia Thread Material Major Minor Major Minor
Number (in) (psi) (bar) Graduation Graduation Graduation Graduation
(psi) (psi) (bar) (bar)
GBW1460 63 1/4"-18 NPTF Stainless 0-15000 0-1000 1000 500 100 20
GBW14100 105 1/4"-18 NPTF Brass 0-15000 0-1000 1000 500 100 20
GSW1460 63 1/4"-18 NPTF Brass 0-10000 0-700 1000 500 100 20
GD1480 80 1/4”-18 NPTF Stainless 0-10000 0-700 - - - -

Gauge Adapter

B 700 BAR Rated
i 3
__ < 1 S
1 _ _ 1 ¢ 3_
_1( = <
A =
- CF3814 é
= (7]
?3\ ~
C | g
'\‘5_ ) 8
— — % ) =
RSS2 ol Van m
§ % ”(Q‘ K J 2 <
= CF3814-45
18
55 25
A

Model Dimensions (mm)
Number A B (o] D E F
CF3814 130 35 Va"-18NPTF %"-18NPTF %"-18NPTF 32 | B %y
CF3814-F* | 130 | 35 | %'-18NPTF | %"-18NPTF | %"-18NPTF 32 pr N CF3814-45
i
CF3814-45 | 55 - YVa"-18NPTF %"-18NPTF %"-18NPTF 25 )

*CF3814-F = CF3814 with internal oil-filter

BUA

HYDRAULICS




@ BYA ~vorAauLIcs | BuiLT TO LasT

Hydraulic Oil

 Recommended for all
BVA cylinders and pumps

Volume Model Viscosity Viscosoity Viscos:ty Viscosity Fla_sh Po_ur
L Number Index @ 40°C @ 100°C Grade, 1SO Point Point
(mm?/S) (mm?/S) (9} (°C)
5 HV155 159 15 3.89 15 160 -57 HV155
5 HV685 152 68 11 68 230 -42

HV685

External Pressure Adjustment

Sandwich Mounted

P
Model ressure Interval Suitable

Adj. Range

Number (BAR)

(BAR) Model - Pressure can be adjusted

externally (70-700 bar)

PW-AS1 70 PE Series, 3.8 L. Reservoir J .

PW-AS2 ~ 3.5 |PE Series, 7.6 L (+). Reservoir ) quks Wlt_h Smgle and double
700 : acting cylinders

PW-AS3 PU20 Series Pump

Pressure Switch
cVvs1

» Automatically shuts off electric pump when predetermined
system pressure is reached

Model Adjustable . . . Weight
1 I
Number | Pressure Range Electrical Rating Port Size (kg)
CVs1 69~700.35 BAR 15 amp @ 250V max V4"-18NPTF 0.6
|

L Foot Pedals
Single or Double

* Hands free pump operation
* Can be used with all pumps
equipped with solenoid valves

Foot controls with 3 meter cord. This option replaces the hand controls on solenoid equipped models.

Coupler Dust Cover

FP2 U

FP1

» Keeps contaminants out

of the system
CDC38

Model Coupler
Number Compatibility

CDC38 CH38, CH38F, CH38M

\



CQR38M

CQ38F

CQ38M

CH14

w:“l iE !E!_;A | —
g

Model Numbers

Flow

Hydraulic Couplers

10,000 PSI Rated

Coupler T
Capacity oupler [ype  Complete @ Male Female A* D
(Vimin) Set Half Half
35 High-Flow Coupler CH38 CH38M | CH38F | 85 | 72.1 | 3/8"18NPTF | 28 | - | 254 | 19 16 | 16
10 |Regular-Flow Coupler,  CR38 CR38M | CR38F | 90 | 56 | 3/8™18NPTF| 26 | - | 185 | 127 | 135 | 135
8 High-Flow Coupler CH14 CH14M | CH14F | 719 | 597 | 1/4™18NPTF | 22 | - | 21 | 157 | 104 | -
Quick Connection €Q38 CQ38M | CQ38F | 1042 - |3/8-18NPTF | 28.1 |24 - 22 | 449 | 20
Hose Rupture Nipple - CQR38M - 106.7 | 64.7 | 3/8™-18NPTF - - - 22 | 149 | 20
5.3 Flat Face Coupler - - CQF38F | 116 | 71 | 3/8"-18NPTF | 30 |24| - - - -
* Value A is total length when male and female couplers are connected.
Hydraulic Hoses
Hose Exceeds DIN 20022-1 & SAE 100R9 Specifications
* Rubber Bend Restrictors.
» High Working Pressure.
« Optimum Flexibility. CS3838
« Light Weight. v
+ Temperature Range: from -40°C up to +100 °C.
» s
.::.
! J
POLYURETHANE CS3814
STEEL WIRE
ARAMID POLYAMIDE

Model Length Hose End Operating Bursting Be_n oil Weight
Number 1) Fittings Pressure Pressure Radius Volume (kg)
(BAR) (BAR) (mm) (cc)

CS3814-1 100 6.35mm / 1/4” 3/8” - 18NPTF 700 2800 50 34 0.5
CS3814-2 200 6.35mm / 1/4” 3/8” - 18NPTF 700 2800 50 67 0.8
CS3814-3 300 6.35mm / 1/4” 3/8” - 18NPTF 700 2800 50 100 1.1
CS3814-4 400 6.35mm / 1/4” 3/8” - 18NPTF 700 2800 50 133 1.3
CS3814-6 600 6.35mm / 1/4” 3/8” - 18NPTF 700 2800 50 200 1.9
CS3814-10 1000 6.35mm / 1/4” 3/8” - 18NPTF 700 2800 50 332 3
CS3838-2 200 9.5mm / 3/8” 3/8” - 18NPTF 700 2800 150 158 0.8

* Available in other lenghts on request

BUA

HYDRAULICS

o
(©)
=
[ )
=
o
S
<
®
7
S~
>

S9110SS9II




w

PWS4L Plate 5.2
PPC-1/PPC-2

» Modular valve with one or two cartridges.
» Excellent pressure adjustment
over the entire operating range.

Model Hydraulic
Number ymbol

Valve

-

PPC-1 |

[

Pressure

Control Valve PPC-2

Flow Control

Valve FEE

Flow Control Valve

PFC
¢ Throttle check valves

Pump Mounted Manifold Block

CMR2
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Solenoid Valves e
Pump Mounted ’ ' g
*  Pump mounted solenoid kits convert your manual
pump to an electrically controlled pump. .
PWS3
s [iee] B e Tk Schematic Flow path i
Solenoid | Advance/ L At ~ N At 34
Sl PWsS3 | 53000 Hotld/Re- l,,|||M i y[—JD [ at j q .
urn \ " :l B b (
Acting Leelsing ——— rg] 5 \;ﬁ = S *;\h H B QT 47
PWS3L| - il m}] @“ :
. . | Advance/
pwsa | Solenoid | \ipe | LT ABR%* ot v s /‘ 9
Double 24vVDC turn rg] q / a \7
Acting Locki \ﬁ E] f\ Q
} ocking PT'd i ) pTd v
Pressure Control Valve R LA *

» Converts BVA pumps with mounted valves for use with remote
mounted valves
* 4 mounting bolts




Remote Mounted Directional Control Valves
Not to be used with Hand Pumps

PR33, PR33C PR33L , PR33CL PR43, PR43C PR43CL
114 mm 114 mm
7 O~
176 mm ' L2770 176 mm b
w <
& 3
N =
2 3
3 ®
3/8”-18NPTF (x3) [ jj )
156 mm 5 )
107 mm | ~ l
|
19?mm [ \ : a2l 19 mm "
35 mm 19 mm | 35mm jZ ‘35 mm 19 mm ‘P% mm
1/4-20UNC (x4) 1/4"20UNC (x4)  1/4’-20UNC(x4) 1/4”-20UNC (x4)"

Valve Valve Use w/ Model Hydraulic
Operation Type Cylinder Number Symbol

A )
3-Way, A A A
3 Position, PR33 r i T #_\ ’:‘ | ¢&):>] ﬂﬁé} +J@ 1.59
Tandem center PT L‘ L
P4 P4 P 4
T T Tt
3-Way, = A A % A ﬁ% A Y
3 Position, PR33C _ @ Tl ¢ | +7-C > > @ 1.59
Closed center P T \ L L

Single

3-Way, Acting

3 Position,
Tandem center,
Locking

PR33L 2.59

3-Way,
3 Position,
Closed center,
Locking

PR33CL 2.59

Manual

4-Way,
3 Position, PR43
Tandem center

> 1.59

4-Way,
3 Position,
Tandem center,
Locking

S9110SS92Y | SOA|eA |04jU0D

PR43L > 2.59

Double
Acting

4-Way,
3 Position, PR43C
Closed center

»| 1.59

4-Way,
3 Position,
Closed
center, Locking

PR43CL -»| 2.59

All valves have a detent in the center position.

BUA
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3-Position,
Tandem
center,
Locking

Single
Acting
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Pump Mounted Valves
For PE, PG and PD Pumps Only
PW2
75 mm 162 mm
PW33L
@ 142 mm
i 104 mm ©) O (©)
= o) ’Kj“ ~3/8-18NPTF
O | BH 9 O
E 24 mm @ 158 mm s 154 mm
Hé } = U £ j‘\ | [
A
44 mm 118 29 mm Q 22 mm
’ , mm U =] u_f__
PW3 and PW4 PW43L
156 mm ) 144 mm 142 mm
|Kj‘| ~3/8-18NPTF ‘
98 mm [ [ = ® 7
i B A —" =
o -
IH 24 mm g j_‘
= U ! = QB a Q *
44 mm 83 mm 22 mm
U =] U # 1
| 118 mm |
Valve Valve Use w/ Model Hydraulic . i
Operation Type Cylinder Number Symbol Schematic Flow path
3-Way, Single
2-Position | Acting e ) LBl
P T
3-way, v AY
3-Position,| Single AB \
Tandem | Acting P / T:]HHE\—_M ‘ \\ 1.81
center . PT m
G SR I .
S-é-c\)/;/ﬁi{;n Double : T O\O /+ s Ja Cﬁ "2 | +w£* B
Manual | Tandem Acting ik HEAEBIZ]__M \ / @ \ L8
center T / / \ 7
A T Pa 4T ol
4 v

3-Way,

4-Way,
3-Position, Double
Tandem .
Acting
center,
Locking




Fittings

V / SOAJeA [043u0)

S9110SS9II

700 BAR Rated
Dimensions
Fitting Type = Display Image
Adapters
Adapter
Male Female
Y2"-14NPTF - Female FT108 43 29 am an
4" 18NPTF - Male %"-18NPTF V5"-14NPTF
Adapter
Male Female
72"-14NPTF - Female FT118 43 29 B 9
1" 18NPTF - Male vi"-18NPTF V"-14NPTF
. Male Female
Fitting CA3814 | 35 23 1 18NPTF 34" 18NPTF
Bushings/Connectors
@)
) Male Female
Bushing CB1438 | 22 17 % 18NPTE | %18NPTE
@ . 2 way 45° Connector Male Female
- Street Elbow, %" to FT045 28 22 3 3w
Py, - NPTF %"-18NPTF %"-18NPTF
u
-\\"'J 2 way 90° Connector
F Street Elbow, %" to | FT101 | 28 | 22 Male Female
e %"-18NPTF %"-18NPTF
%"-NPTF
[N
i 2 way 90° Connector Female Female
3
3@/ Elbow, % to FT107 | 48 | 26 | L 5000 | e sanprr
- %" - NPTF
&
»C_'j‘
- 3 Way Connector FT106 46 26 Female Female
Q %" to %" - NPTF %"-18NPTF %"-18NPTF
&
\‘*‘/l\ 4 Way Connector Female Female
% Cross, %" to FT105 36 26 3/m 3w
& %" - NPTF %"-18NPTF %"-18NPTF
Couplings
Coupling Reducing Female Female
= Connector, %" to -NPTF| FT102 | 30 126 1w qaNpTE | %-18NPTF
s Coupling Reducing Con- Female Female
nector, %" to %' -NPTF| 1112 | 48 | 29 1w (4UNPTF | %"-18NPTF
o . Female Female
e 4 3/n 3/
S Coupling %" to %"- NPTF| FT103 30 26 34" 18NPTF 34" 18NPTF
Hex Nipples
- Male Connector Hex Male Male
i Nipple, 7" to V4" - NPTF e 38 7 YVa"-18NPTF Ya-18NPTF
—_— Male Connector Hex Male Male
| |Nipple, % to - npTE| FT14 | 38 1191 s qaNprE | %-18NPTF
- Male Connector Hex Male Male
‘ Nipple, %4 to %" NPTF | FT124 1 37 1 19 1y 4eNPTF | %-18NPTF

BUA

HYDRAULICS
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Heavy Duty Presses
Excellent for bending, bonding or straightening
+ Multi-position bed for work height adjustment (A-B).
* Press bed of 50 Ton press moved by winch.
» Double speed pumps for fast ram moving without load.
» Cylinder can be re-positioned in width (M).
+ Gauge indicates metric Tons.
Grid guard » | g - e
.'-__‘,: . . ';_ i _
£ .. .. ¥ ﬂ
I‘ ) <« Handwinch

\




Heavy Duty Presses

Excelent for bending, bonding or straightening
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Model A w2 H  Weight
Capacity  Stroke 9 v
Number (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (kg) 3
61154 19 1ons 160 168 | 980 | 160 | 160 | 540 | 700 | 500 - | arer | w2 3
33 kN @
61204 20 Tons 185 35 | o2 | 176 | 176 | s40 | 730 | s10 - 1713 | 112 b
178 kN -
30 Tons -
61304 > 160 151 | 1031 | 200 | 200 | 700 | 795 | 535 - 1772 | 167 o)
67 kN o
61504 o0aons 200 69 | 1048 | 245 | 245 | o0 | 1030 | 730 | 748 | 1830 | 2908 (7]
S 4 -

BUA
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Hydraulic Manual Press

y
With easy system for the hoisting of the working table Q
+ The contra weight allows an effortless and fast positioning of the :H
working table (1}).
» Designed and developed for relieving the operator from
physical stress during hoisting of the working table. | |
« Supplied with double speed pump and a long hydraulic stroke e
(200mm). -
* Pump to be operated by foot or manually. T D‘i
_ cC ... I
Model . o A B C D E W L Weight < >
Number pacity (mm) (mm) (mm) (mm) (mm) (mm) (mm) (kg) A f
SMS3108| 30Tons | 2050 | 1100 | 710 | 200 | 1150 | 150 | 650 | 300 | .
SMS5108| 50 Tons | 2130 | 1200 | 810 | 200 | 1150 | 180 | 750 | 400 7

Punch Plate Arbor Plates

o

el W | | |

Moveable Cylinder

Open

<« Safety Guard
SAG51

]
]
[ ]
[
4
]
]
|

Closed »

Safety Guard

SAG51
oY, Punch Set
/ SAP31/SAP51
Safety Practices .
Good industry practice Adapter 15 20 25 30 35
80% recommends not exceeding mm mm mm mm mm
80% of maximum rated
\ capacities of all our products.




Electrical Press

Electrical Press with Remote Control

* New series of electrical presses with double acting cylinder.

» All presses are supplied with 2 “V” Arbor Plates and a punch
plate.

* A moveable Ram and winch to hoist the working table is in-
cluded with the presses.

* Remote control operation : easy and flexible operation by

means of the remote control.

r-= A ro=-
H

SDE10013

Model Cvlinder Pum A A1 ] Cc D E F G Weight
Number y P (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (kg)

SED5513 | HD5513 | PE0501 | 2000 | 2160 | 1580 | 785 | 335 | 1260 | 180 | 750 440

SED10013| HD10013 | PE1002 | 2100 | 2210 | 1900 | 1025 | 333 | 1150 | 270 | 850 1220

Electrical Press
Operating by: “Two” - hands

» Safe two hands operation.
» Flashing warning light - when operating.

Model Cvlinder Pum A A1 B C D E F G Weight
Number y P (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (kg)

SEC5513 | HD5513 |PE0501) 2000 | 2160 | 1580 | 785 | 335 | 1260 | 180 | 750 440

SEC10013 HD10013 |PE1002| 2100 | 2210 | 1900 | 1025 | 333 | 1150 | 270 | 850 | 1220

s|00] / s9ssald doys

SEC10013

Punch Plate Winch Arbor Plates

BUA
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Manual Bottle Jacks

12-50 Ton

»  With easy adjustable extension screw [2-20 Tons].
+ With rubber removable carry ring for easy storage of pump handle [2-20 Tons].
» Safety valve against over-loading.

» Bottle Jacks 8 Ton and more are supplied with a carry grip.

BUILT TO LAST

c D E F L W Weight
(mm)  (mm) (mm) (mm) (mm) (mm) (kg)
12 Tons
1412000 | 2T | 241 | 469 | 150 78 452 42 138 | 106 | 74
20 Tons
1420000 249 | 475 | 150 76 452 76 160 | 150 | 12.9
178 kN
1430000 | 30Tons | oeg | 480 | 155 57 695 67 190 | 152 | 214
267 kN :
50 Tons
10500 soaons | 305 | as3 | 178 ; 593 79 275 | 198 | 504
100 Tons
10990 Soone | 305 | 4s 156 ; 600 | 13 | 305 | 238 | 906

Mini Jacks

Compact

* Low profile mini jack
« Compact and lightweight
+ Convenient for storage

J11050

These mini jacks are lightweight and will fit in the
palm of your hand.

Minimum Maximum Hydraulic Base Size

Model Weight

(kg)

Capacity Height Height Lifting (LxW)
Number “am)  (mm)  (mm) )

5 Tons

o J11050 71 79 20 104.14x101.6 | 2.1
STons | 44055 97 124 38 104.14x101.6 | 24
44 kN : : :
10 Tons

oo J11100 122 160 41 12446 x 11.76 | 57
20 Tons

Ve | ut1200 130 173 41 137.16x121.92 | 76

J11100

Interchangeable
saddle on model
J11050 and J11055



Air/Manual Bottle Jacks

12-100 Ton

 Air operation reduces operator fatigue and increases speed

* A compact/powerful air turbo motor (U.S. Patent No. 5,341,723) will raise

+ the load to the desired height efficiently, effortlessly and safely

» Hydraulic system is protected from internal damage by a patented
by-pass mechanism (U.S. Patent No.5,946,912)

+ Versatile "Quick Connector” design provides easy removal of the air
hose from the air motor, allowing compact storage or remote operation

Model A L W Weight
Number m (mm)  (mm)

18202C 21073(',2]3 247 477 130 100 600 48 216 184

18206C 2107;?&3 240 465 145 80 600 52 225 170

17302C ‘z%;iﬁ 280 458 180 = 965 62 260 210

Toe Jacks
Low Height

* Heat treated and chrome plated medium-carbon steel cylinder.

+ Chrome plated plunger improves longer seal life and optimum
performance.

» U.S.Patented by-pass device protects hydraulic system from over
travel damage.

» Hydraulic system is protected from internal damage by a patented
by-pass mechanism (U.S. Patent N0.5946912).

(kg)

17

17.5

27.5

Toe Saddle Head Saddle Hydraulic
Capacity Nn::’:;r Min. Height Max. Height Min. Height ~Max. Height Lifting
(mm) (mm) (mm) (mm) (mm)
3Ton/27kN | J13060 15 147 229 358 130
6 Ton / 53 kN J13120 23 152 267 396 130
10 Ton/89kN |  J13200 28 160 279 409 130
15Ton /133 kN | J13300 28 168 333 472 130

Base Size
(LxW)
(mm)

152 x 112
279x 191
295 x 229
318 x 274

BUA
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Capacity

3 Ton

(mm)

100

B

(mm)

95

C Weight
(L))

(mm)

134

3 Ton

100

135

176

A

Y

7 Ton

150

160

223

35

7 Ton

155

190

250

3.6

12 Ton

205

240

325

7.5

12 Ton

200

350

425

12 Ton

200

510

585

15

15 Ton

225

640

77

23

o @||

oo

A

\ 4

2/3 Leg Puller

Manual Pullers

» Can be used with either 2 or 3 jaws.
» The extra long jaws are adjustable in 4 positions.
+ The jaws have a special cut-out to pull.

Model Capacity A ] Weight
Number (Ton) (mm) (mm) (kg)
AMP230110 1 120 125 0.7
AMP230410 4 210 220 21
AMP230710 7 270 280 3.7
AMP230810 8 270 330 4.0

Capacity

(Ton)

A
(mm)

B
(mm)

Weight
(kg)

AMPC230410

210

220

21

270

280

6.7

E AMPC230710
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2 Leg Adjustable Puller
Manual Pullers
« Adjustable in width. -
Model A '
Number ":
AMP120310 . @ \
AMP120315 . |
AMP120720 .
AMP120725 .
AMP121230 .
AMP121235
AMP121240
AMP121550
The jaws have a special )
cut-out to pull
2/3 Leg Puller Self-Centering
Manual Pullers
Model ré \
Number )
AMPC230110 1 120 125 08 7




Splitters

Push Puller

Manual Pullers

Model A B Max. B Min. C Weight
Number (mm) (mm) (mm) (mm) (kg)
AMP221102 120 110 46 122 1
AMP221103 120 140 46 156 1.1
AMP221110 190 195 62 210 3.4
R

Manual Pullers \ 7'
Model A Max. A Min. B R Weight A
Number  (mm) (mm) (mm) (mm) ()] v
APS1202 60 4 60 3/8” 0.7
o2
APS1203 80 6 80 3/8” 1.3 |
APS1204 110 10 110 5/8” 2.7
< 5 =
Splitters Set
Manual Pullers
Model A B (o3
Number (mm) (mm) (mm)
AMP320202 100 55 90
AMP320303 100 80 130
AMP321004 152 108 175
Position to Pull Position to Split
-
S

A

Note: Be sure to use the correct position for the required action in order to avoid damaging the Splitter-Set.

BUA
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Puller 2 Leg —~—C—m

Hydraulic Pullers (Excluding Cylinder)

o
+ Pullers for Single Acting Cylinders. ‘

A
'

t— W

Model Cylinder Capacity A B Min. B Max. C Weight
Number (Optional) (Ton) (mm) (mm) (mm) (mm) (kg)
AP1205 H0503 5) 160 60 200 175 270 260 8.5
AP(L) 1205
APL1205 H0503 5 220 60 200 175 270 260 9.0

Model Cylinder Capacity A B Min. B Max. Weight

Number  (Optional) (Ton) (mm) (mm) (mm) (kg)

AP2205 H0503 5 190 82 250 7.8

s Splitters

Model A Min. A Max. L R e Weight
Number (mm) (mm) (mm) (mm) (mm) (kg)
APS1204 10 110 110 5/8” 25 2.8
APS1206 12 134 155 5/8” 2.0 5.7
- _0 t
&, nﬂn% @ y Al R AP2205 + APS1204
A €

APS1204

Puller 2/3 Leg

Model Cylinder Capacity A B Max. Weight

Number (Optional) (Ton) (mm) (mm) (kg)

Jouee] I ——
‘ AP1305 ‘ H0503 ‘ 5 ‘ 225 ‘ 240 ‘ 7.8 ‘ i | I
AP1305




Puller Kit

(Excluding Cylinder)

Content:

Puller Capacity \ B | « 2/3 Leg Puller

« 2 Leg Puller

» Extensions for 2 Leg
Puller

» Splitter

Kit (Ton)

Extension Set Splitter

APK1005 5 AP1305 APL1205 APE1108+APE1118 APS1204 18

T

APS1204 APE1118 APE1108

AP1305

="

Position to Pull Position to Split © APL1205

1.

4 Note: Be sure to use the cor-
rect position for the required
action in order to avoid damag-
ing the Splitter-Set.

Hydraulic Set- Hollow Cylinder

APH0503
Content:

* Handpump P350

* Cylinder HO503

* Gauge and Gaulle
* Adaptor

+ Hose

Fitting and Coupler

‘L__ - 77'77 S r m
) . =t N [ ——
Hydraulic Capacity 4 — i)
y pacty BUA l —
Set (Ton)

o

Handpump Fitting Gauge + Adaptor Coupler Cylinder

APH0503 CA3814 | GBW1460 + CF3814 CS3814-2

BUA

HYDRAULICS
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Pu"er 213 and 3 Leg Model Cylinder Capacity A B Max. Weight

(Excluding Cylinder) Number  (Optional) (Ton) Legs (mm) (mm) (kg)
AP2310 HC1202 10 2/3 320 360 9
AP2320 HC2002T 20 3 320 480 23
AP2330 HC3002T 30 3 410 650 40
AP2360 HC6003T 60 3 750 980 87
APL2310 HC1202 10 2/3 400 410 9
APL2320 HC2002T 20 3 435 540 23
APL2330 HC3002T 30 3 525 720 40
APL2360 HC6003T 60 3 850 1080 87

Self-Centering Puller 2/3 and 3 Leg

Cyli.nder Capacity L A B Max. Weight
(Optional) (Ton) (mm) (mm) ()]
APC2310 HC1202 10 2/3 320 350 15
APC2320 HC2002T 20 3 320 480 33
APC2330 HC3002T 30 3 410 650 57
APC2360 HC6003T 60 3 750 980 122
APC2399 HC10003T 100 3 1050 1600 322
APLC2310 HC1202 10 2/3 400 410 16
APLC2320 HC2002T 20 3 435 540 36
APLC2330 HC3002T 30 3 525 720 63
APLC2360 HC6003T 60 3 850 1080 131 ’
Application
Splitter Internal Puller

\



Puller Kit

Puller Kit  Incl. 3-Leg Puller Incl. Self-Centering  Capacity (Excluding Cylinder)
3-Leg Puller (ton)
APK1010 APK1110 APK1210 10 Content:
APK1020 APK1120 APK1220 20 . 2 Leg Puller - Joining Nuts
APK1030 APK1130 APK1230 30 » Extension Legs < Point Protection
» Splitter
HIASITEE APK1160 APK1260 60 « Internal Puller + 2/3 Leg Puller
APK1099 - APK1299 100 (optional)

"N @8 ¢
& - =4
r Joing Nuts Point Protection
Extension ' | Internal
2 Leg Legs Splitter l.§ r|]:>uller
Pull Device N |
Hydraulic Set- Hollow Cylinder
Content:
» Handpump
* Hollow Cylinder
» Gauge and Gaulle G -
» Adaptor |
* Hose

 Fitting and Coupler

Hydraulic Capacity o ————— &) ; ) || - J Weight
Set  (Ton) BUA l ' Al : et )
p— Rutlod® |, , ‘ _
Handpump Fitting Gauge + Adaptor Cylinder Saddle
APHC1202 10 P350 Incl. GBW1460 + CF3814 CS3814-2 CRzZ14-M HC1202 - 10
APHC2002 20 P350 Incl. GBW1460 + CF3814 CS3814-2 CH38-M HC2002T APS20 15
APHC3002 30 P350 Incl. GBW1460 + CF3814 CS3814-2 CH38-M HC3002T APS30 18
APHC6003 60 P1000 - GBW1460 + CF3814 CS3814-2 CH38-M HC6003T APS60 46
APHC1003 100 P2301 - GBW1460 + CF3814 CS3814-2 CH38-M HC10003T | APS100 73

BUA
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Composition Hydraulic Puller Kits

s 1‘\
Model Capacity E ,‘ o
Number (Ton) { } l{

L 9

3 or2/3 Leg Puller 3or2/3 2 Leg 2x Extender Splitter Internal Joining Point
Self-Centering Leg Puller Puller Set Puller Nuts Protection
APK1010| 10 ap2210 | APEV20 | Aps1204 | API1210 | AINOS | APP10 35
APK1020| 20 AP2220 | APEIZZDY | APS1206 | API1220 | AINT0 | APP20 60
APK1030| 30 AP2230 | APEISI3 Y | apsizo | API1230 | AINGO | APPSO | 120
APK1060| 60 AP2250 | APEISS0Y | Aps1210D | API1250 | AINSO | APP30 | 215
APK1061, 60 AP2250 | APEISS0Y | apst212 | API1250 | AINSO | APP30 | 230
APK1110| 10 AP2310 (2/3Leg)|  AP2210 | AFETIZ0 | Aps1204 | APIM210 | AINOS | APP10 44
APK1120| 20 AP2320 (3Leg) | AP2220 Apf;go * | APs1206 | API1220 | AUN1O | APP20 83
APK1130| 30 AP2330 (3Leg) | AP2230 | ATEISSE | Aps1a10 | API1230 | AINS0 | APP30 | 160
APK1160| 60 AP2360 (3Leg) | AP2250 | ATEISSOE | APS1210D | API1250 | ANsO | APP30 | 302
APK1161| 60 AP2360 (3Leg) | AP2250 | APEISSOE | Aps1a12 | API1250 | ANsO | APP30 | 317
APK1210| 10 | APC2310 (2/3 Leg) ap2210 | APETZ0T | Aps1204 | API210 | AINOS | APP10 50
APK1220| 20 APC2320 (3 Leg) Ap2220 | APEIZE0% | apsi206 | API1220 | AINTO | APP20 93
APK1230| 30 APC2330 (3 Leg) AP2230 | AREISIST | apsi210 | API1230 | ANSD | APPSO 177
APK1260 60 APC2360 (3 Leg) AP2250 | AFE] 155522* APS1210D | API250 | AIJNSO | APP30 349
APK1261| 60 APC2360 (3 Leg) AP2250 | APEISSOY | Aps1212 | API250 | AINSO | APP30 | 364

\



3 Leg Pullers

3 Leg Self-Centering Pullers

Model Capacity A B Min. B Max. Weight
Number (Ton) (mm) (mm) (mm) (kg)
AP2305 10 296 50 350 9
AP2320 20 230 70 480 23
AP2330 30 407 90 580 40
AP2360 60 750 120 1080 87
Model Capacity A B Min. B Max. Weight
Number (Ton) (mm) (mm) (mm) (kg)
APC2305 10 296 50 350 15
APC2320 20 230 70 480 33
APC2330 30 407 90 580 57
APC2360 60 750 120 1080 134

2 Leg Pullers

Internal Pullers

C
[ —
Model Capacity A BMin. BMax. C Weight
- ==l Number (Ton) (mm) (mm) (mm) (mm) (kg)
© AP2210 10 300 | 115 | 260 | 280 | 185
* AP2220 20 265 | 140 345 370 34.7
i AP2230 30 284 180 440 480 56
S
0 5.0 AP2250 60 447 | 220 580 615 | 1135
Model A1 A2 B Min. B Max. Weight
C R1 R2
*C—E Number (mm) (mm) (mm) (mm) (kg)
L B_/& API1210| 115 | 237 | 40 145 |133| ¥ {é"hNF ‘:’ﬁﬁ;’ 2.0
A2 [ v API1220| 115 | 237 | 40 145 133 1";'1\”: ?ﬁﬁ: 2.4
,11 i W API1230| 150 | 310 | 60 | 240 |202|' VAUNFL T 60
] 15/8"UNS| 1"
o B API1250 ' 150 | 310 60 240 202 5.5n 14h 6.4

R
=1t
A
M -»—R-<-
==

[
I

Splitters

Leg Extensions

Model A Min. A Max. e  Weight
Number (mm) (mm) (mm) (kg)
APS1204 10 110 110 5/8” 2.5 2.8
APS1206 12 134 155 5/8” 2 5.7
APS1210 17 250 260 17 4 285

APS1210D 17 250 260 11/4” 4 28.5
APS1212 35 300 300 11/4” 4.5 43.5
Model L M 2D
R2
Number (mm) (mm) (mm)
APE1120 | 180 100 16 5/8”-18h | 1/2"-20h
APE1220 | 209 89 25 5/8”-18h | 3/4” - 16h
APE1333 | 328 158 32 17-14h 17 -14h
APE1550 | 504 292 42 |11/4”-12h| 11/4”-12h
APE1146 | 230 150 16 5/8”-18h | 1/2” - 20h
APE1252 | 515 395 25 5/8”-18h | 3/4”-16h
APE1358 | 582 412 32 17-14h 17 -14h
APE1582 | 820 608 42 11/4”-12h| 1 1/4” - 12h

BUA

HYDRAULICS



@ BYA ~vorAauLIcs | BuiLT TO LasT

Hydraulic Gear Pullers
POSILOCK® (Excluding Cylinder)

» Safety cage design prevents jaws from slipping
+ Cylinders are removable for easy servicing
» Each puller includes a lift plate and

a ram point set

|
| s

' HGP503 HGP253 HGP153 HGP103 HGP053

Capacity Model ALl AN Our Recommendation
Number (mm)  Range (mm) Stroke (mm) Style This combination kit will work well with
5 Tons the hydraulic gear pullers. See our combo
44 kN HGP053 152 13- 203 127 External section for more details.
10 Tons
89 kN HGP103 203 19 - 305 156 External
15 Tons
133 kN HGP153 254 25 - 381 254 External
25 Tons
222 kN HGP253 305 64 - 457 356 External
25 Tons
299 kN HGP253IE 305 64 - 457 356 External/Internal
50 Tons
445 kN HGP503 356 76 - 635 337 External

Hydraulic Bench Vise

5 Ton Holding Force (Excluding Pump & Accessories)

* Hands free operation with foot
pump control

 Air control valve for variable
speed and added safety

» Cast steel construction 52,000
PSI tensile strength

* Hydraulic pressure closes jaws,
spring return opens jaws

Safety Instructions
Visit our DO’S and DON'TS
section to review the best
methods of operation.
Always be prepared.

Model Capacit Jaw Width Jaw Clearance Jaw Opening
Number pacily (mm) (mm) (mm)



Bolt Puller/King Pin Press

30 Ton & 60 Ton (Excluding Cylinder)

Bolt Puller/King Pin Press (excluding hydraulics).

Ideal for pushing King Pin and Stub Axle Pin replacement.

Mobile and easy to use in the field or workshop.

Model A B oC D E
Number (mm) (mm) (mm) (mm) (mm)

AP2239 420 288 75 370 92.1 118 750 36
AP2269 475 398 98 520 130.2 170 900 97

Hydraulic Set is not included
We recommend the following set:

Py

A .
. poe . \ ' )+ .
Capacity ‘ j \ @" » Weight
| i ol -
(Ton) A )
Handpump Gauge + Adaptor Hose Coupler Cylinder Saddle
30 PA1500 GBW1460 + CF3814 C3814-2 CH38-M HC3002T | APS30 18
60 PA1500 GBW1460 + CF3814 C3814-2 CH38-M HC6003T | APS60 46

HYDRAULICS
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Pad Eye Tester

20 Ton (Excluding Cylinder)

Model Weight

Capacity A B C

Number Ton (mm) () (mm) (kg)

APPE20 20 225 225 225 24

» Pad Eyes are used to tie down loads on marine
vessels, trucks, doc sides, oil rigs and many
more applications.

* As Pad Eyes might be exposed to extreme loads
and therefore need to be tested to make sure
they are up to standard for the particular job.

* Our Pad Eye Testers are designed to test many
types of pad eyes.

210 mm

APPE20

] 25mm

Pad Eye Tester

30 Ton & 60 Ton
Excluding Hydraulics

Model Capacity A B gC Weight
Number Ton (mm) (mm) (mm) (kg)

APPE30 30 694 152 380 41

APPEGO 60 796 203 380 68

@ BYA ~vorAauLIcs | BuiLT TO LasT

APPE30

APPE30




Flange Spreader
Pin Type (Including Cylinder)

Kit: SP3-3814

. . . » Designed for heavy duty industrial environment
Model Strok Qil Capacit M FI
o o T epsel R Adjustable jaw width for a wide range of applications

Capacit
S Number (mm) (cc) Thickness (mm)
and easy use
STon/44kN | HFSOS % 16 S1X38 + Spare wedge attachment is included
10 Ton /89 kN| HFS10 51 74 51X 91

Spreaders

+ Designed to work in confined work spaces
« Ideal for wedging, prying and opening

» High strength forged steel

» Spring return for easy operation

SR10

NN\

SR10

3/8"- 18NPTF , ; ] J— Q}ZHJZEE“ »
it e, ] Ak e g
pat ‘l‘\(\= ' o
; S
®

A= ————FJ=1+— -
1 ~—a @

. Cylinder (o]]]
Cylinder Model v .
Capacit Number Effective Area Capacity
pacity (cm?) ) ] D
0.5 Ton 4.9 kN SRO05 7.87 10 90 192 13 52 60 2.2
1 Ton 9.8 kN SR10 7.03 14 99 167 12 55 56 23
10Ton | 98kN SR100T N/A N/A 16 235 717 50 37/47 3

BUA
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Hydraulic Nut Splitter w/ Case

Compact and Heavy Duty

» Spacers include a straight chisel with a 60/40
angle, and works on all type of materials, including
stainless steel

* Chisel can be re-sharpened multiple times

» The aluminum flight case also includes one spare
blade

Our Recommendation

This combination kit will work well with
this foot pump

P570FP bg46

3/8”-18NPTF

Repl t
Model Boit Hexagon Qil cpacemen Weight

Capacit Blade
Number ~Pactty Range Nut Range Capacity o Mt (kg)
NS1319 6 6-12 13-19 11 40 190 7 19 121 28 55 48 57 NSB1319 1
NS1924 10 12-16 19-24 17 54 217 10 26 146 | 40 55 62 60 NSB1324 2
NS2432 15 16-22 24-32 40 64 | 245 | 13 29 | 178 | 51 55 72 71 NSB2432 3.2
NS3241 21 22-27 32-41 62 75 | 260 17 36 205 66 55 88 7 NSB3241 4.7
NS4150 34 27-33 41-50 123 94 310 21 45 | 244 74 55 105 90 NSB4150 8.5
NS5060 49 33-39 50-60 191 106 | 335 | 23 54 | 289 | 90 55 128 | 100 NSB5060 13
NS6075 93 39-48 60-75 650 156 | 410 26 72 365 | 110 55 181 | 124 NSB6075 34

BVA Bag

Very practical for service people.

For easy and comfortable carry/transport
of the equipment to the place of work
while keeping your hands free.




Maintenance Kits
4,10 Ton

+ Sets are portable for ease of use on the job site

» Custom fitted, rugged blow molded storage case

* 10 ton set has wheels for easy transport

» Designed for pushing, spreading, pressing and more

ol

50100

* When extension tubes and/or offset attachments are used, the capacity is reduced.

Pl 93’
unger

Capacity C:u::‘i)t Model - J - - Number of Weight 5
pacity Number Collapsed Height Extended Height Effective Area Attachments (kg) =1
(BAR) (cm?) (cc) (cm?) g

4 Tons
36 kN 552 50040 70.97 258 6.44 14 21 g
(2]

10 Tons
89 kN 700 50100 87.94 324 15.56 13 36.7 (1]
P
-
(1)

el Pipe Bender

OMEGA
6615000 15 Ton

* Complete with 8 former attachments for a wide
variety of pipe diameters.

» Capable of bending high pressure/temperature
tubing as well as standard hydraulic, gas, steel,
aluminum and brass from 12.7mm up to 76.2mm,
with included attachments.

* Ram range: 251mm

* Max. working pressure: 700 BAR

* Product size 700x779x970 mm

* Weight: 82.8 Kg.

12,7mm 19,7mm 254mm 31,8mm 38,1mm 50,8mm 64mm 76,2mm

BUA
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